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Authentication Required lij
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The server 192.168.1.1:80 at Linksys WAGI20M requires a
username and password.

J LJ:‘&:".’ )2 IJ admin ":jJL-"C
UserName: | EETRTH " 25 Gl 3)9m09 )92

wEEER

Paszword:

Cancel
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300M Wireless N ADSL2+ Modem Router

TP-LINKC ,
Model No. TD-VW8360N

. 2‘9‘”?;““’” e Quick Setup - WAN Configurations S SIS Gado ol g9y )
uick Setup

Advanced Setup
Wireless You can configure an ATM PVC identifier (VPI and VCI), select your WAN Link Type.

A5 3)lg Iy PO g A dlacl ¥

Diagnostics VPI: [0-255]
Management _ VCl: [32-65535]

sl | RS PPPOE Ll ¥
(= .
Encapsulation Mode: | LLC/SNAP-BRIDGING ptionaly LLC[SNAP wlanl am 9

PPP Username: [ user@brownie.co.za . “J
PPP Password:

PPPoE Service Name:

5 )lg ) oUs)em 9 )j92 . F

[7] MTU Size

Dial on demand (with idle timeout timer)

[] Use Static IPv4 Address (optional)

DNS Settings: @ Obtain Autormatically @) Set DMNS Manually

Primary DNS: |
Secondary DNS: |

{optional)
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Tp-LINK” 300M Wireless N ADSL2+ Modem Router

Model No. TD-W8960N

Device Info
Qﬁick Sétup
Advanced Setup
Wireless
Diaé]nostics

Management

Quick Setup - Wireless Configurations

Note: The all existed ATM & WAN Service will be clean after you click the " Save” button on this Quick Setup page.

You can configure 3310 and your WLAN Authentication type.

In order to protect your network from hackers and unauthorized users, itis highly recommended you choose one of the
following wireless network security seftings.

e

Tp_LINK" 300M Wireless N ADSL2+ Modem Router

Device Info
Quick Setup
Advanced Setup
Wireless
Diagnostics

Management

Model No. TD-W8960N

Quick Setup - Finish

Congratulations! The Router is now connecting you to the Internet. For detail
settings, please click other menus if necessary.

The change of wireless config will not take effect until the Router reboot.
Click the button below to reboot the router.
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300M Wireless N ADSL2+ Modem Router
Model No. TD-W8960N

: b i i | Wide Area Network (WAN) Service Setup

] Quick Sé.tup WS wlal, d""-’)g ol )

. Adlva.r-l.ce. d .Setup

+Layer? Interface
“WAN Service
AN

 + MAC Clone

o Security

S VLl ag;S ol ¥

ShersTRTdTr Remove to configure a WAN service over a selected interface.
ETH and PTM/ATM service can not coexist.

Interface | Description Vian8021p | VianMuxId | Connld | IGMP | NAT SPI Firewall

Edit

Type Remove

D anial Contial ppp0 pvc_quick_setup | PPPE | NIA NIA NIA Enabled | Enabled | Enabled El

: *;Qualily of Service

- Routing
+DSL
+UPnP

. Interfa cé G rbu pi.ng :

300M Wireless N ADSL2+ Modem Router
Model No. TD-W8960N

TP-LINK

S WAN Service Configuration

Quick Seﬁlp

- Advanced Seiup .

+Layer? Interface
+WAN Service
+LAN
“MAC Clone

+ Security :

+Parental Control

Select WAN service type:

@ PPP over Ethernet (PPPoE)

() IP over Ethernet

Enter Service Description:

@ Bridging

| pppoe_0_8 35

+Quality of Service

+Routing
+DSL
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Tp_LINK" 300M Wireless N ADSL2+ Modem Router

Device Info

Quick Setup

 Advanced Setu.pm o

+Layer2 Interface. :
°WAN Service
+LAN

* MAC Clone

+ SECU rity_

+Parental Control

+Quality of Service

*+Routing
+DSL
: °UPﬁP
+Interface Grouping
sLANPots
-IPSec
Wir.éless

Diagnosticﬁ

Management

Model No. TD-W8960N

PPP Username and Password

FPFPPF usually requires that you have a user name and passwaord to establish your connection. In the boxes
below, enter the user name and password that your ISP has provided to you.

PPP Username: user@brownie.co.za
. < 2232 9u) 9 Jael S

PPP Password:
PPPOE Service Name: vanilla g\ i Cayyes o b blie
Authentication Method:  [AUTO  [+] \

MTU Size

Enable Fullcone NAT

Dial on demand (with idle timeout timer)

PPP IP extension (do not choose unless necessary)

Use Static IPv4 Address

G o

Enable PPP Debug Mode

=

Bridge PPPoE Frames Between WAN and Local Ports
Multicast Proxy
Enable IGMP Multicast Proxy

Enable MLD Multicast Proxy
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300M Wireless N ADSL2+ Modem Router
Model No. TD-W8960N

Wireless -- Basic

P L JCTR

This page allows you to configure basic features of the wireless LAN interface. You can enable or disable the
wireless LAN interface, hide the network from active scans, setthe wireless network name (also known as
S55ID) and restrict the channel set based on country requirements.

Click "Apply/Save” to configure the basic wireless options.

Enable Wireless
| Hide Access Point

] Clients Isolation

| Indoor AP ( S o=l ) a3 90 @l Y
54 EG:FCBF5AE4

B

35 ol jeis P
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300M Wireless N ADSL2+ Modem Router
Model No. TD-W8960N

Wireless -- Security

This page allows you to configure security features of the wireless LAN interface.
You may setup configuration manually or through Wi-Fi Protected Setup{WPS)

QSS(WPS)

Enable QSS(WPS)

Add Client (This feature is available only when WPA-PSK, WPAZ2-PSK or OPEN mode is configured)

i Push-Button g PIN Add Enrollee

| elp

Device PIN: | 10869291 | [Gen new PN

Manual Setup AP

In order to protect your network from hackers and unauthorized users, it is highly recommended you
choose one of the following wireless network security settings.

You can set the network authentication method, selecting data encryption, specify whether a network key is
required to authenticate to this wireless network and specify the encryption strength.

Warning: we suggest you not to set WEP encryption to "Enabled” when the device runs in 11n mode. The
device's wireless highest speed is 54Mbps in that encryption type.

Tips: 11n only mode are not supported when WEP encryption is "Enabled” or WPA Encryption type is "TKIP”.
Tips: "WPA Encryption” are not allowed to set to "TKIP® when the device runs in 11n mode.

Click "Apply/Save” when done.

Network Authentication: | WPA2-PSK (best) e - h8 asS ol 9y ¥

]
WPA Pre-Shared Key: | i : o
Sygamy S W
Click here to displa s
(You can enter ASCII characters between 8 and 63 characters or 8 .
to 64 Hexadecimal characters.) LS} duu.d.n.b (SlH

WPA Group Rekey Interval: | 0 (optional)
WPAEncryption: | AES -] elEdl ag)ls bl
WEP Encryption: |—Di_9._abled : E '!"'J".':

35 Jlael |y lyais F
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